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Presentation Overview
• Project Location and Purpose

• Project Permitting Considerations

• Project Approach

• Streambank Restoration Techniques

• Construction Process

• Project Schedule

• Comments and Questions



2/26/2014

3

Project Location
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Project Location: Area A
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Project Location: Area B
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Project Location: Area C
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Project Purpose

• Stabilization and restoration of eroding 
streambanks in selected areas to:

– Improve water quality.
– Improve natural aesthetic and enhance wildlife 
habitat.

– Prevent future erosion.
– Protect existing infrastructure.
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Permitting Considerations

• Bassett Creek Watershed Management 
Commission

• Cities of Minneapolis & Golden Valley
• Minnesota Department of Natural Resources
• Minnesota Pollution Control Agency
• State Historical Preservation Office
• U.S. Army Corps of Engineers
• Wetland Conservation Act
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Selected Approach:

• Use of a mixture of vegetative, or bioengineering practices, 
and a more engineered practice, such as stone, to stabilize 
the streambanks.

• Select efficient and cost‐effective practices for long term 
solutions.

• Project is Consistent with Bassett Creek Watershed 
Management Commission's Feasibility Study.

• Reflect guidance provided by permitting agencies.
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Streambank Stabilization Options:
I. Streambank Slope Shaping
II. Bio‐Logs 
III. Live Fascines
IV. Vegetated Reinforced Slope Stabilization
V. Fieldstone Boulders
VI. Fieldstone Rip Rap
VII. Root Wads
VIII.Rock Vanes
IX. Establishment of Native Vegetation, Trees, and 

Shrubs
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Stabilization Techniques

I. Streambank Shaping:
• Flatten streambanks to a 
3:1 slope.

• Reduces potential for 
erosion.

• Provides a slope that can 
be vegetated.

Maintenance Location Number 6, north of Wirth Chalet
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Stabilization Techniques
II. Bio‐Logs:

• Protects the toe of 
streambank. 

• Consists of a 12” coconut 
fiber log and grass plantings 
and a thin line of stone 
placed below the bio‐log.

• Inexpensive alternative to 
stone.

• Keyed into streambed and 
extends up the bank.

• Used in conjunction with 
plantings on upper banks.

• Especially effective in sunny 
areas.

2011 Bassett Creek Restoration Project - Golden Valley
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Stabilization Techniques
III. Live Fascines:

• Long bundles of live 
woody vegetation buried 
in a streambank in shallow 
trenches placed parallel to 
the streambank. 

• The plant bundles sprout 
and develop a root mass 
that will hold the soil in 
place and protect the 
streambank from erosion.

• Inexpensive alternative to 
stone.

• Used in conjunction with 
plantings on upper banks.

• Especially effective in 
sunny areas.

Rum River Restoration Project - Princeton
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Stabilization Techniques
VI. Fieldstone Boulders:

• Protects the toe of 
streambank.

• Size range from 30” to 
34”.

• Keyed into streambed 
and extends to top of 
bank.

• Used in conjunction with 
plantings on upper 
banks.

• Especially effective in 
heavily shaded areas.

Elm Creek Restoration Project ‐ Champlin
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Stabilization Techniques
VI. Vegetative Reinforced 

Slope Stabilization (VRSS):
• VRSS is a bioengineering 

method that combines 
stone, geosynthetics, soil, 
and plantings to stabilize 
steep, eroding 
streambanks.

• VRSs typically involves 
protecting layers of soil 
with a geotextile 
material, which creates 
soil lifts and vegetates 
the slope.

• The vegetation provides a 
root mass that provides a 
long‐term stabilization 
solution.

2011 Bassett Creek Restoration Project – Golden Valley
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Stabilization Techniques
VII. Fieldstone Rip Rap:

• Protects the toe of 
streambank. 

• Consists of stones from 
12” to 18”. 

• Keyed into streambed and 
extends up the bank.

• Used in conjunction with 
plantings on upper banks.

• Especially effective in 
heavily shaded areas.

2012 Bassett Creek Restoration Project ‐ Golden Valley



2/26/2014

17

Stabilization Techniques
X. Rock Vane:

• Linear structures that 
extend out from the 
streambank into the stream 
channel in an upstream 
direction. 

• Vanes are placed along the 
streambank where erosion 
is occurring along the toe 
of the slope to reduce 
erosion along the 
streambank by redirecting 
the stream flow toward the 
center of the stream.

• Encourages sediment to 
deposit between vane and 
streambank.
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Stabilization Techniques
XI. Root Wads:

• Provides stabilization 
to streambanks. 

• Constructed of tree 
trunks with root 
mass exposed set on 
footer logs and 
boulders.

• Provides habitat and 
improves natural 
esthetics.

2011 Bassett Creek Restoration Project



2/26/2014

19

Stabilization Techniques
XI. Establishment of Native 

Vegetation and Plants:
• Areas along the creek will 
be reseeded with native 
grasses and flowers.

• Trees and shrubs will also 
be planted along the 
streambanks.

• Planting of grasses, trees, 
and shrubs provide a root 
mass that will stabilize the 
streambanks and provide 
improved wildlife habitat.

Elm Creek Restoration Project - Champlin
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Construction Process
• Tree removals will 

take place where 
one of the 
following criteria 
occur:
– To grade the 

eroded 
streambank 

– For safety‐removal 
of hazardous trees 
and for preventive 
disease 

– For the protection 
of existing 
infrastructure 
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Construction Process

• Shaping of 
eroded 
strambanks

• Seeding. 
Planting, and 
soil stabilization

• Ongoing 
maintenance to 
ensure a 
successful 
project



2/26/2014

22

Next Steps
• Review comments from public meeting.
• Obtain project permits.
• Finalize plans and specifications.
• Bid project.
• Finalize project extent based on bids received.
• Construction
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Project Schedule

• Project Permitting 
– (Currently ongoing)

• Project bidding 
– (April 2014 – May 2014)

• Construction Timeline
– (Summer 2014 – Spring 2015)

• Project Maintenance 
– (Fall 2014‐ Summer 2016)
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Public Input and Comments:
Provide written comments on the provided forms today 
or via mail/email by February 28th:

• Andrea Weber ASLA, Minneapolis Park & Recreation Board
2117 West River Road North
Minneapolis, MN 55411
(612) 230‐6466
AWeber@minneapolisparks.org




